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7 O

EXTEND (1) LAYER OF %"
TYPE-X GYP BOARD TO BOTT
OF TRUSSES

TYP. EAVE CONSTRCUTION
(5EE | / A-4.2)

NS

-HR| FIRE RATED BARRIER
PER UL#305

T T AT T It

4" SPLIT FACE BLOCK
2" RIGID INSULATION

FIRE RETARDENT TREATED PLYWOOD -SEE ROOF PLAN
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R-21 BATT INSULATION

(NOTES 162)
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(SEE STRUCT.)
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MASONRY CLIMB ANGLE
(SEE STRUCT.)
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LVL BEAM - SEE STRUCT.

2x6 CEILING JOISTS @
6" 0.C. - SEE STRUCT.

— R-21 BATT INSULATION

(NOTES 142)

-HR FIRE RATED BARRIER

PER UL¥305

‘— ACC. DROP
CEILING
(AS SCHEDULED)
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6" CONCRETE - SEE STRUCT.—

CONT. VAPOR BARRIER—
4" AGGREGATE BASE —

1&'-0" TRUSS BEARING
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9'-0" CEILING HEIGHT

10'-2 1/2" TRUSS BEARING

BOARD, BAY SIDE (TYP)

I-HR FIRE RATED BARRIER
PER UL#305

2x4 STUDS @ 16" O.C.

R-15 UN-FACED
BATT INSULATION

SEE NOTES 142

2x4 P.T. PLATE W/ ANCHOR

BOLTS - SEE STRUCT.
PLATE GASKET SEAL

6" CONCRETE - SEE STRUCT.
—— CONT. VAPOR BARRIER
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NOTES:

1) BATT INSULATION b/Ww CONDITIONED SPACE ¢ BAY
AREA SHALL HAVE PAPER FACE ON BEDROOM SIDE.
2) PROVIDE CONTINUOUS UNINTERRUPTED INSULATION
ENVELOPE b/w BAY AREA ¢ REST OF BUILDING

J5" EXPANSION JOINT
THICKENED SLAB - SEE STRUCT.

SCALE:1"=1'-0"

2-0" OH.

TYP. ROOF CONSTRUCTION UN.O.

CONT. METAL SHINGLE GUARD

OUTRIGEG

ERS @ 16" 0.C. (5EE STRUCT.)

CONT. 2x10 RAKE
COVERED W/ ALUM.

BREAK ALUM. SO FRONT

EDEE LOWER THAN BACK
EDEGE FOR DRIP - TYP. UNO

VENTED SOFFIT
o/ 2x4 NAILERS

CONT. 2x& FRIEZE BOARD

COVERED W/ ALUM.
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%" HIGH IMPACT | 6YP BOARD CEILING ——
DOUBLE TOF| PLATE - SEE STRUCT.————

B

INSUL. ALUMINUM SECTIONAL
OVER HEAD DOORS, BEYOND

(INSTALL PER MANUF. SPECIFICATIONS)

HeH IMPACT &YP BOARD

ONT. MTL "J" CHANNEL TERMINATION

J2" EXPANSION JOINT
6" CONCRETE - SEE STRUCT.

CONT. VAPOR BARRIER —
4" AGGREGATE BASE—
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18'-0" (TRUSS BEARING)

__ TRUSS BEARING
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R-21 FIBERGLASS BATT INSULATION
INSULATION STRAPS AS REQ'D

2 x & NOOD STUDS @ 16" OC - SEE STRUCT.
1/2" SHEATHING - SEE STRUCT.

CONT. VAPOR BARRIER

1" RIGID INSULATION

AIR SPACE - MAINTAIN CLEARANCE

—— MASONRY TIES - SEE STRUCT.
4" SPLIT FACE BLOCK - SEE ELEVATIONS FOR COLOR
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6" SPLIT FACE SILL BLOCK - SEE ELEVATIONS FOR
COLOR

6" SPLIT FACE BLOCK - SEE ELEVATIONS FOR COLOR

MORTAR NET - TYP.

CONT. THRU WALL FLASHING W/ WEEPS @ 24" OC MAX.

- REF. FLR. ELEV.
OI_OII
FILL VOID SPACE w/ RIGID INSULATION

— 5" EXPANSION JOINT

SLOPE ANWAY

6" (MIN) DRIVE WAY
CONCRETE - SEE CIVIL &

TYP. ROOF CONSTRUCTION UNO —

CONT. METAL SHINGLE
GUARD
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T
!

Iz

CONT. 2x10 WOOD RAKE

COVERED W/ ALUM.————=

BREAK ALUM. SO FRONT
EDGE LOWER THAN BACK
EDGE FOR DRIP - TYP. UNO

VENTED SOFFIT
o/ 2x4 NAILERS

OUTRIGGERS @ 16"|0.C. (SEE STRUCT.)

CONT. 2x& FRIEZE BOARD

COVERED W/ ALUM.
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CONT. 2x4 BLOCKING
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8" CMU BELOW GRADE (GROUT SOLID)
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CONCRETE FOOTING - SEE STRUCT.

DETAIL SECTION
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STRUCTURAL DHWE'S
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/2" SHEATHING - SEE STRUCT. I -
CONT. VAPOR BARRIER : - /
' RIGID INSULATION )? RIGID INSULATION W/
AIR SPACE - MAINTAIN CLEARANCE % INSULATION STRAPS AS REQD
MASONRY TIES - SEE STRUCT.
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eEE O] (INSTALL PER MANUF. SPECIFICATIONS)
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? i
) CAST METAL THRESHOLD,
/2" EXPANSION JOINT 0 ANCHOR INTO CONCRETE SLAB
CEF FLR ELEV - SEE STRUCT. DNE'S
00" - — 6" CONCRETE - SEE STRUCT.
x —— CONT. VAPOR BARRIER
&" (MIN) CONCRETE DRIVE WAY "
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CONCRETE FOOTING - SEE STRUCT.
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